
PRODUCT DETAILS

Jupiter Callisto

Mounting Callisto to a wall only takes 
one technician. While that’s being done 
you can be mounting your AV equipment 
to the removable lacing trays.

Streamline installation 

With Callisto’s unique gas strut and 
locking stays you can maintain and 
service your screens with as few as 
one technician.

Easy maintenance

VESA
SCREEN
MOUNT

800

70kg
screens

Lockable storage space behind 
the screen securely encloses your 
AV equipment and conceals the 
screen locking bar.

Secure your equipment

Features
•	 Gas strut. (Only supports the weight of the Bracket NOT the 

screen. DO NOT release the screen until Stays are engaged).

•	 Locking stay, locks the screen bracket in it’s open 
position for safety.

•	 Drill resistant locks.

•	 Sound bar / camera mounts available.
       Mounted either via screen arms or underside of bracket.

•	 Thumb screw mounted lacing trays.

•	 Lacing trays come with an array of 5.2mm(D)holes 
for push mount cable ties (10x included).

•	 Vertical and horizontal slots allowing equipment to 
be strapped to the trays.

•	 Arms are supplied to suit the size of your screen 
and will accommodate whatever vertical hole 
centres are required.

OPEN 
UP THE  
POSSIBILITIES



*Please see website for more information.
For further information about our solutions and to 
discuss your individual requirements please contact a 
member of the TOP-TEC team.

TOP-TEC is a brand of Dalen Limited
Valepits Road, Garretts Green, Birmingham, B33 0TD
T: +44 (0)121 783 3838    E: sales@dalen.co.uk
W: top-tec.co.uk

Standard Paint Finishes

White Light 
Grey

Dark 
Grey

Silver Black

Technical Information
Model Code MAX 

screen weight VESA (up to) Product dimensions
(Not including mounting arms)

Jupiter Callisto JUPITER-CALLISTO-02-BK-SK 70kg 800mm(W)  931mm(W) x 445mm(H) x 98mm(D)

Product depth MAX 
screen size

Storage areas 
(lacing panels) Storage area dimensions (each)

98mm (not including mounting arms) 
111mm (with mounting arms) 60” 2 320mm(W) x 305mm(H) x 60mm(D)

MAX Wall Mounting Centres

750mm(W) x 280mm(H)

easily install and maintain displays
•	Installation can be completed by a single technician.

•	�Once a screen is installed the units gas strut and locking 
stays allow the screen to be safely lifted by a single 
technician for easy configuration.

•	�Easily manage cables and AV equipment with included 
lacing brackets.

•	�Makes maintenance a breeze with easy access to the 
back of screens, hidden equipment and cables.

Secure your equipment
•	�Convenient security is made possible with the use of 

suited or non-suited push-button-locks.

•	�Robust steel construction and drill resistant locks 
ensures your valuable equipment stays secure and 
tamper proof.

•	Convection cooling design to prevent overheating.

•	 MAX load: 70kg total weight, including screen 
and any peripherals i.e. sound bar mounts /
sound bars etc. mounted on to the product.

•	 MAX screen size: 60” 60”

DalenTOPTECdalen-limited

MAX Synergy
screen size
No DIP - 60”

DIP - 50”


